
MATERIAL LIST

WEIGHTLENGTHMATERIAL DESCRIPTIONSTOCK NO.ITEM

17.13 45 DEGREE TRANSITION SECTION FOR SP1534DX-SP1543D-451

0.061 1/4 in3/8'' UNC HEX BOLT (GRADE 5)1727902

0.01 3/8" STAINLESS FLAT WASHERSS38FW3

0.04 RETAINING NUT 3/8" X 1-1/4"RN384

DESCRIPTION
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TOLERANCES ON DIMENSIONS, UNLESS OTHERWISE NOTED ARE:
SAWED, SHEARED AND GAS CUT EDGES (± 0.030")
DRILLED AND GAS CUT HOLES (± 0.030") - NO CONING OF HOLES
LASER CUT EDGES AND HOLES (± 0.010")  - NO CONING OF HOLES
BENDS AND ANGLES ARE ± 1/2 DEGREE
ALL OTHER MACHINING (± 0.030")
ALL OTHER ASSEMBLY (± 0.060")

TOLERANCE NOTES

PROPRIETARY NOTE:
THE DATA AND TECHNIQUES CONTAINED IN THIS DRAWING ARE PROPRIETARY INFORMATION OF VALMONT
INDUSTRIES AND CONSIDERED A TRADE SECRET.  ANY USE OR DISCLOSURE WITHOUT THE CONSENT OF
VALMONT INDUSTRIES IS STRICTLY PROHIBITED.

Engineering 
Support Team:

sp1engineering@valmont.com
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PATENT INFORMATION: WWW.SITEPRO1.COM/PATENTS

TOTAL WT. # 17.45

SP1534D (REF.)
ORDER SEPARATELY
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